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ABSTRACT
Mechanical characterization of brain tissue at high loading
velocities is particularly important for modelling Traumatic
Brain Injury (TBI). During severe impact conditions, brain
tissue experiences a mixture of compression, tension and shear.
Diffuse axonal injury (DAI) occurs in animals and humans
when the strains and strain rates exceed 10% and 10/s,
respectively. Knowing the mechanical properties of brain tissue
at these strains and strain rates is thus of particular importance,
as they can be used in finite element simulations to predict the
occurrence of brain injuries under different impact conditions.
In this research, uniaxial tensile tests at strain rates of 30,
60 and 90/s up to 30% strain and stress relaxation tests in
tension at various strain magnitudes (10% - 60%) with an
average rise time of 24 ms were performed. The brain tissue
showed a stiffer response with increasing strain rates, showing
that hyperelastic models are not adequate and that viscoelastic
models are required. Specifically, the tensile engineering stress
at 30% strain was 3.1 ± 0.49 kPa, 4.3 ± 0.86 kPa, 6.5 ± 0.76
kPa (mean ± SD) at strain rates of 30, 60 and 90/s, respectively.
The Prony parameters were estimated from the relaxation data.
Numerical simulations were performed using a one-term Ogden
model to analyze hyperelastic and viscoelastic behavior of brain
tissue up to 30% strain. The material parameters obtained in
this study will help to develop biofidelic human brain finite

element models, which subsequently can be used to predict
brain injuries under impact conditions.
INTRODUCTION
Traumatic brain injury (TBI) occurs when a sudden trauma
causes damage to the brain. Most TBIs are due to transportation
accidents involving automobiles, motorcycles, bicycles,
pedestrians and are also due to sports events. Concussion is the
most minor and the most common type of TBI, whereas diffuse
axonal injury (DAI) is the most severe form of injury which
involves damage to individual nerve cells (neurons) and loss of
connections among neurons. To gain a better understanding of
the mechanisms of TBI, several research groups have developed
numerical models which contain detailed geometric descriptions
of the anatomical features of the human head, in order to
investigate internal dynamic responses to multiple loading
conditions [1-6]. However, the biofidelity of these models is
highly dependent on the accuracy of the material properties
used to model biological tissues; therefore, more systematic
research on the constitutive behavior of brain tissue under
impact is essential.
On a microscopic scale, the brain is made up of billions of
cells that interconnect and communicate [7]. One of the most
pervasive types of injury following even a minor trauma is
damage to the nerve cell’s axon through shearing during DAI.
DAI in animals and human has been hypothesized to occur at
macroscopic shear strains of 10% – 50% and strain rates of
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approximately 10 – 50/s [8, 9]. Several studies have been
conducted to determine the range of strain and strain rates
associated with DAI. Studies conducted by Morrison et al.,
[10-12] suggested that the brain cells are significantly damaged
at strains > 0.10 and strain rates > 10/s.
Over the past three decades, several research groups have
investigated the mechanical properties of brain tissue in order to
establish constitutive relationships over a wide range of loading
conditions. Mostly dynamic oscillatory shear tests were
conducted [7, 13-22] and unconfined compression tests [20, 2328]. However, only a limited number of tensile tests has been
conducted [29-31] so far.
In this study, mechanical properties of porcine brain tissue
have been determined by performing tension tests at 30, 60 and
90/s strain rates up to 30% strain. The loading rates in the
present study approximately cover the range of strain rates as
revealed during TBI investigations by various research groups
[8-12, 32-34]. To the authors’ knowledge, no experimental data
for brain tissue in tension at these dynamic strain rates is
available except Tamura et al. [30], who performed tests at 0.9,
4.3 and 25/s; the fastest rate was closest to impact speeds.

Experimental Setup
A High Rate Tension Device (HRTD) was designed and
calibrated to perform tensile tests at strain rates of 30, 60 and
90/s to characterize the behavior of brain tissue under TBI
conditions [35]. The experimental setup was changed in order
to perform tests with 10.0 mm specimen thickness, as shown in
Fig. 2. The major components of the apparatus include a servo
motor actuator (stroke length: 700 mm, maximum velocity:
1500 mm/s, LEFB32T-700, SMC Pneumatics), two 5 N load
cells (GSO series -5 to +5 N, Transducer Techniques),
Displacement Transducer (ACT1000 LVDT, RDP Electronics)
with a range ± 25 mm. The load cell was calibrated against
known masses for the conversion of measured voltage to load
(Newton). An integrated instrumentation amplifier (AD 623 G =
100, Analog Devices) with low-pass filter having a cut-off
frequency of 10 kHz was used. The amplified signal was
analyzed through a data acquisition system with a sampling
frequency of 10 kHz. The force (N) and displacement (mm)
data against time (s) were recorded for the tissue experiencing
30% strain.
24V DC (Actuator)

MATERIALS AND METHOD
Specimen Preparation

Servo controlled
electronic actuator
Amplifier

Ten fresh porcine brains from approximately six month old pigs
were collected approximately 6 h after death from a local
slaughter house and tested within 4 h. Each brain was preserved
in a physiological saline solution (0.9% NaCl /154 mmol/L) at 4
to 5oC during transportation. All samples were prepared and
tested at a room temperature ~ 22 oC. Cylindrical specimens
containing mixed white and gray matter were prepared as
shown in Fig.1.
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Fig. 2: Major components of high rate tension device
(HRTD) and their interaction. Brain specimen is
attached between the top and lower platens.
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15.0 mm

15.0 mm

C
Extracted cylindrical
specimen

Fig. 1: Specimen extraction from the brain tissue
The actual diameter and height of specimens measured before
testing were 15.1±0.1 mm and 10.0±0.1 mm (mean ± SD)
respectively. Miller and Chinzei [29] also used a sample height
of 10.0 mm during tension tests at quasistatic velocities (0.005,
5.0 and 500 mm/min). The time elapsed between harvesting of
the first and the last specimens from each brain was 16 ~ 20
minutes.

Operation of HRTD
Before the actual tests, it was essential to attach the brain
specimen with the platens by adopting a reliable method. We
used surgical glue (Cyanoacrylate, Low-viscosity Z105880–
1EA, Sigma-Aldrich) for the attachment of the specimens. The
surfaces of the platens were first covered with a masking tape
substrate to which a thin layer of surgical glue was applied. The
top platen, which was attached to the 5 N load cell, was then
lowered slowly so as to just touch the top surface of the
specimen. One minute settling time was sufficient to ensure
proper adhesion of the specimen to the platens. The striker
attached to the electronic actuator (see Fig. 2) moved at a
particular velocity to strike the tension pin which was rigidly
attached to the lower platen as shown in Fig. 2. During the tests,
the top platen remained stationary while the lower platen moved
down to produce the required tension in the specimen.
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HYPERELASTIC CONSTITUTIVE MODELS
In general, an isotropic hyperelastic incompressible material is
characterized by a strain-energy density function W which is a
function of two principal strain invariants only: W =

W ( I1 , I 2 ), where I1 and I 2 are defined as [36],
I1 = λ12 + λ22 + λ32 ,

(1)

I 2 = λ12 λ22 + λ12 λ32 + λ22 λ32 .
Here,

by

relationship λ1 λ2 λ3

the

= 1,

due

It yields the following nominal stress

1

λ

(3)

where λ ≥ 1 is the stretch ratio in the direction of tension. Also,
Eqs. (1) and (2) give

I1 = λ 2 + 2 λ −1, I 2 = λ −2 + 2 λ ,

(4)

S11 =
Here

~
dW
% (λ ) ≡ W (λ 2 + 2 λ −1, λ −2 + 2 λ ) , (5)
, where W
dλ

Fung Strain Energy Function
The Fung isotropic strain energy [37, 38] depends on the first
strain invariant only:

µ

[e
2b

b ( I 1 − 3)

]

−1

(6)

S11 along the

x1 − axis,
2

+ 2 λ−1 − 3)

−1

J m − λ − 2λ + 3

(λ − λ− 2 )

µ > 0 (infinitesimal shear modulus) and J m > 0

(9)

are two

W=

2µ

α2

(λ

α

1

)

+ λα2 + λα3 − 3

(10)

It yields the following nominal stress
α 
− +1  
2 µ  α −1
 2 
S11 =
λ − λ

α 


S11 .
(11)

Here µ > 0 is the infinitesimal shear modulus, and α is a
stiffening parameter.
RESULTS
Tensile Experiments

It yields the following nominal stress component

S11 = µeb ( λ

µJ m
2

Ogden Strain Energy Function
Most of the mechanical test data available for brain tissue in the
literature are fitted with an Ogden hyperelastic function. The
one-term Ogden hyperelastic function is given by

The constitutive models were fitted to the stress-stretch data for
strains up to 30%. The fitting was performed using the
lsqcurvefit.m function in Matlab 6.9.

W=

S11 along the x1 − axis

constant material parameters to be optimized in the fitting
exercise.

so that W is now a function of λ only. The experimentally
measured nominal stress was then compared to the predictions
of the hyperelastic models from the relation [36],

S11 =

(8)

to

incompressibility. Due to symmetry and incompressibility, the
stretch ratios are now of the form

λ1 = λ, λ2 = λ3 =

 I − 3

J m ln1 − 1
2
J m 


µ

W ( I1 ) = −

(2)

λ12 , λ22 , λ32 are the squares of the principal stretch ratios,

linked

Here µ > 0 (infinitesimal shear modulus) and b > 0 (stiffening
parameter) are the two constant material parameters to be
adjusted in the curve-fitting exercise.
Gent Strain Energy Function
The Gent isotropic strain energy [39] also depends on the first
strain invariant only, as

(λ − λ−2 )

(7)

Ten tensile tests on cylindrical specimens were performed at
each strain rate of 30, 60 and 90/s up to 30% strain (see Fig. 3)
in order to analyze experimental repeatability and behavior of
tissue at a particular loading velocity. The velocity of the platen
producing extension in the brain tissue was adjusted to 300, 600
and 900 mm/s to attain approximate strain rates of 30, 60 and
90/s, respectively. Force (N) and displacement (mm) data
measured directly at a sampling frequency of 10 kHz were
converted to engineering stress (kPa) – time (s) for each strain
rate.
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2

Fixed

Load cell (output)
Striker

strain energy functions to each experimental engineering stress
– stretch profile are summarized in Table 1. Although the fit is
excellent at each given strain rate, the hyperelastic models
cannot capture the stiffening of the material with increasing
strain rates. Therefore nonlinear viscoelastic modelling is
required.

Stopper
plate

Moves down

Fig. 3: Brain specimen fully stretched to achieve 30% strain
at dynamic strain rates (30 – 90/s)

Engineering stress (kPa)

7

5
4

Table 1 – Material parameters derived after fitting of
models to experimental data. All µ are in Pa (mean) and

µ >0

Experimental (30/s)
Fung (R² = 0.9997)
Gent (R² = 0.9992)
Ogden (R² = 0.9998)

6

of determination: 0.9980 < R ≤ 0.9999) as shown in Fig. 4. All
best fit material parameters ( µ , α , b , J m ) derived after fitting

1/s

µ
30

3
2

60

1

90

0
1

Engineering stress (kPa)

7

1.05

1.1

1.15
Stretch

1.2

1.25

1.3

5
4
3
2
1
0
1

Engineering stress (kPa)

8

1.05

1.1

1.15
1.2
Stretch ratio

6
5

1.25

1.3

3047
1.68
R2 = 0.9997
4458
1.5
R2 = 0.9998
5739
2.19
R2 = 0.9995

(1/s)

3

Range
30/s
60/s
90/s
Mean

2
1
0
1.05

1.1

1.15
1.2
Stretch

Jm

3114
0.86
R2 = 0.9991
4548
1.15
R2 = 0.9993
5962
0.94
R2 = 0.9979

Ogden model

µ

α

2780
6.0
R2 = 0.9997
4112
5.63
R2 = 0.9998
5160 6.95
R2 = 0.9999

E2 and E3 are calculated from

Table 2 – Young’s moduli of brain tissue at each strain
rate (mean ± SD)

4

1

b

µ

the tangent to the stress – strain curve corresponded to the strain
ranges of 0 – 0.1, 0.1 – 0.2 and 0.2 – 0.3, respectively and are
summarized in Table 2. Morrison et al., [11] assumed a Young’s
modulus, E of 10 kPa in their FE model to predict the strain
field in a stretched culture of rat-brain tissue, in which the
maximum strain and strain rates were 30% and 50/s
respectively. This compares well with the mean Young’s
modulus, E1 (strain range: 0 – 0.1) estimated in this study, i.e.,
11.68 ± 3.79 (kPa), as indicated in Table 2.

Experimental (90/s)
Fung (R² = 0.9995)
Gent (R² = 0.9980)
Ogden (R² = 0.9999)

7

Gent model

Young’s Moduli of Brain Tissue
Here, the Young’s moduli E1 ,

Experimental (60/s)
Fung (R² = 0.9999)
Gent (R² = 0.9993)
Ogden (R² = 0.9998)

6

Fung model

1.25

1.3

Fig. 4: Fitting of constitutive models to average
experimental data
The average engineering stress – stretch curves at each loading
rate were used for fitting to hyperelastic isotropic constitutive
models (Fung, Gent and Ogden models) mentioned in Eqs. (7),
(9) and (11). Excellent fit is achieved for all models (coefficient

E1

E2

E3

(kPa)
0 – 0.1
8.12 ± 2.38
10.86 ± 3.74
16.08 ± 5.25
11.68 ± 3.79

(kPa)
0.1 – 0.2
19.2 ± 3.60
28.0 ± 6.46
35.6 ± 7.74
27.6 ± 5.93

(kPa)
0.2 – 0.3
29.46 ± 4.28
41.05 ± 6.14
60.73 ± 7.50
43.75 ± 5.97

We observe that the maximum engineering stress at 30% strain
at strain rates of 30, 60 and 90/s was 3.1 ± 0.49 kPa, 4.3 ± 0.86
kPa, 6.5 ± 0.76 kPa (mean ± SD), respectively. The tissue
stiffness clearly increases with the increase in loading velocity.
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VISCOELASTIC MODEL
Many nonlinear viscoelastic models have been formulated, but
Fung’s theory [40] of quasi-linear viscoelasticity (QLV) is
probably the most widely used due to its relative simplicity. To
account for the time-dependent mechanical properties of brain
tissue, the stress-strain relationship is expressed as a single
hereditary integral (similar approach has been adopted earlier
[29, 41, 42]),

S (t ) =

2µ

α

t

∫ G (t − τ )
0

d
dτ

 α −1 − α2 +1 
 λ − λ   dτ





(12)

Here, S (t ) is the nominal tensile stress component, µ is the
initial shear modulus in the undeformed state, and α is a
stiffening parameter derived from the one-term Ogden model
(Eq, 10 and 11), where µ > 0. The relaxation function G (t ) is
defined in terms of Prony series parameters:
n


G (t ) = 1 − ∑ g k (1 − e − t / τ k )
 k =1


where

(13)

τ k are the characteristic relaxation times, and g k are the

relaxation coefficients. In order to estimate material parameters
with physically meaningful interpretation, we propose to solve
Eq. 12 in two simple steps.

Force (N)

Force Relaxation in Tension
Force relaxation tests in tension were performed on cylindrical
specimens (10.0 ± 0.1 mm thick and 15.0 ± 0.1 mm diameter).
Here, 64 specimens were extracted from 8 brains (4 samples
from each cerebral hemisphere). Ten force relaxation tests were
performed at each strain (10% - 60%) in order to investigate the
response of brain tissue to a step-like strain.
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0

Average force
SD
Ramp duration

0

0.03 0.06 0.09 0.12 0.15 0.18
Time (s)

Fig. 5: Brain tissue force profiles obtained after ramp
and hold relaxation tests. The average force and
standard deviation (SD) is based on tests conducted at
various strain magnitudes (10% - 60%)

The specimens were stretched at various loading levels (300 –
700 mm/s) and then held at the same position while measuring
the relaxation force. The average rise time measured from the
force relaxation experiments was approximately 24
milliseconds (ms) as shown in Fig. 5. The peak force relaxed by
approximately 83% up to 0.1 s, and then it continuously
decreased gradually up to 0.2 s. The dramatic decrease in force
reveals the highly viscoelastic nature of brain tissue.
Estimation of Viscoelastic Parameters
As a first step, curve fitting of the instantaneous response of a
one-term Ogden model (Eq. 11) using experimental data at the
maximum loading velocity (strain rate: 90/s) was performed to
estimate µ and α . Thereafter, Eq. 12 was convenient to solve
in Matlab 6.9 by using gradient and conv functions. The
gradient function was used in order to determine the velocity

d
vector
dτ

 α −1 −α2 −1 
λ − λ
 from the experimentally measured





displacement, λ , and time, τ . Also, a conv function was used to
convolve relaxation function (Eq. 12) with velocity vector. The
coefficients of the relaxation function were optimized using
nlinfit and lsqcurvefit to minimize error between the
experimental stress data and Eq. (12). The derived Ogden
parameters are µ = 5160 Pa and α = 6.95. Similarly, we
estimated Prony parameters ( g1 = 0.5837,

g 2 = 0.2387, τ 1 =

0.02571 s, τ 2 = 0.0257 s) from a two-term relaxation function
using Matlab functions discussed above. These material
parameters can be used in ABAQUS software in order to
analyze nonlinear viscoelastic behavior of brain tissue.
FINITE ELEMENT SIMULATIONS
Hyperelastic Simulations
Numerical simulations were performed by applying various
boundary conditions using ABAQUS 6.9/ Explicit to mimic
experimental conditions. A mass density of 1040 kg/m3 and
9710 hexagonal C3D8R elements were used for the brain part.
The bottom surface of the cylindrical specimen was displaced in
order to achieve 30% strain, whereas the top surface was
constrained in all directions. Before numerical simulations,
mesh convergence analysis was carried out by varying mesh
density. The mesh was considered converged when there was a
negligible change in the numerical solution (0.9%) with further
mesh refinement. The total number of elements for the
specimen was 2720 with average simulation time of 60 s. An
excellent agreement between the experimentally measured
forces (N) and the numerical forces (N) was obtained after the
simulations, as shown in Fig. 6.
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1.4

Average experimental (30/s)
Numerical (30/s)
Average experimental (60/s)
Numerical (60/s)
Average experimental (90/s)
Numerical (90/s)

Force (N)

1
0.8

Experiment (90/s)
Hyperelastic
Hyperviscoelastic, t=0.05 s
Hyperviscoelastic, t=0.15 s

1.2
1
Force (N)

1.2

0.6
0.4

0.8
0.6
0.4
0.2

0.2

0

0
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1.05

1.1

1.15
1.2
Stretch

1.25

1

1.3

1.05

1.1

1.15 1.2
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Fig. 8: Comparison of experimental and numerical
force (N) profiles (hyperelastic and hyperviscoelastic
force) after the simulations

Fig. 6: Excellent agreement between the experimental
and numerical results
The reaction forces contours are positive at the moving end and
negative at the stationary end of the cylindrical specimen;
however, the magnitudes of these forces remain the same at
both ends of the specimen, as shown in Fig. 7.

Hyperelastic

300 mm/s

Fig. 7: Reaction force contours after the
simulation
Nonlinear Viscoelastic Simulations
Numerical simulations were performed using both Ogden
parameters ( µ = 5160 Pa and α = 6.95) and viscoelastic

Hyperviscoelastic (t = 0.05 s)

parameters ( g1 = 0.5837, g 2 = 0.2387, τ 1 = 0.02571 s, τ 2 =
0.0257 s) in ABAQUS 6.9. Simulations were performed in
order to analyze the reduction in force (N) profiles with the
increase in relaxation time, t = 0.01, 0.05 and 0.15 s (excluding
rise time as shown in Fig. 5). Comparison of force profiles after
the hyperelastic and nonlinear viscoelastic simulations are
shown in Fig.8. There is approximately a 58% reduction from
hyperelastic to nonlinear viscoelastic force (N) at t = 0.05 s (at
maximum stretch ratio of 1.3) as clearly depicted in Fig. 8. A
similar reduction is also observed (approximately 40%) in
nonlinear viscoelastic force from t = 0.05 to 0.15 s, which
shows the typical viscoelastic nature of brain tissue. Simulations
were also performed to analyze engineering stress contour
patterns by using the already derived hyperelastic and nonlinear
viscoelastic parameters as shown in Fig. 9.

Hyperviscoelastic (t = 0.15 s)
Fig. 9: There is no significant variation in engineering
stress contours between hyperelastic and nonlinear
viscoelastic simulations
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It is clearly evident in Fig. 9 that only stress magnitudes are
decreasing with the increase in relaxation time (t = 0.05 to 0.15
s), while the stress contour patterns are approximately the same
in all the cases. The maximum stress contours exist in the
middle of the specimen, which symmetrically expands towards
the edges of the cylindrical specimen. Inhomogeneous
deformation of the specimen is expected with the decrease in
specimen thickness / aspect ratio (diameter/height); however
this important aspect of our experimental protocol has already
been elaborated in a separate study [43].
DISCUSSION
In this research, the properties of porcine brain tissue in
extension have been determined up to 30% strain at strain rates
of 30, 60 and 90/s by using a custom-designed HRTD. The
characterization of brain tissue in tension at high strain rates is
crucial in understanding the mechanism of TBI under impact
conditions. Force relaxation experiments in tension at various
strain magnitudes (10% - 60% strain) were performed with an
approximate rise time of 24 ms. The nonlinear viscoelastic
model adopted in this study can be implemented using Matlab
6.9 to estimate time-dependent Prony parameters. The
parameters can be used for hyperviscoelastic simulations of
brain tissue by using ABAQUS software.
Based on the one-way ANOVA test, there was no significant
difference (p = 0.9254) between the experimental and numerical
force (hyperelastic) as shown in Fig. 8. An excellent agreement
between the experimental and numerical results indicates that a
one-term Ogden model is appropriate to characterize the
behavior of the brain tissue up to 30% strain. The accumulated
artificial strain energy (ALLAE), used to control hourglass
deformation during numerical simulations, was also analyzed. It
was observed that ALLAE for the whole model as a percentage
of the total strain energy was 0.75%. The low percentage of
artificial strain energy (≤ 0.85%) observed during the
simulations indicates that hourglassing is not a problem.
Miller and Chinzei [29] performed tensile tests at room
temperature (~ 22o C) on cylindrical specimens of porcine brain
tissue (diameter ~ 30 mm; height ~ 10 mm). The specimens
were attached using surgical glue. Tamura et al. [30] also
performed tensile tests at similar temperatures (25 – 28o C) on
cylindrical specimens of porcine brain tissue (diameter ~ 14.2
mm; height ~ 14.4 mm), although they used a quench–freeze
method to attach their specimens. The comparison of initial
elastic moduli, E (Pa) at comparable strain rates is presented in
Table 3. It is clearly observed that the elastic modulus at a strain
rate of 0.9/s (Tamura et al. [30]) is approximately 8 times higher
than that measured at 0.64/s strain rate (Miller and Chinzei
[29]). Moreover, elastic modulus at a strain rate of 25/s (Tamura
et al. [30]) is approximately 2.3 time higher than at 30/s strain
rate (present study).

Table 3 – Comparison of initial elastic moduli, E at strain
range (0 – 10%)
Reference
Miller and Chinzei
[29]
Tamura et al. [30]

Strain rates: 1/s
0.0064, 0.64

E (Pa)
530 at 0.64/s

0.9, 4.3, 25

Present study

30, 60, 90

4200 at 0.9/s
18600 at 25/s
8120 at 30/s

It is possible that the stiffer moduli measured by Tamura et al.
[30] were a consequence of their brain specimens having been
frozen for 1 h at –20o C prior to coring out. Such freezing
processes usually change the mechanical properties of brain
tissue.
CONCLUSIONS
The following results can be concluded from this study:
(i) – One-term Fung, Gent and Ogden models provide excellent
fitting to experimental data up to 30% strain.
(ii) – Excellent agreement between the experimental and
numerical engineering stresses indicates that the Ogden strain
energy function is fully able to characterize the behavior of
brain tissue in tension up to 30% strain. This model is readily
available in ABAQUS/6.9 for numerical analysis.
(iii) – Time dependent Prony parameters can be utilized with
the Ogden hyperelastic parameters to perform nonlinear
viscoelastic analysis of the brain tissue in ABAQUS/6.9.
(iv) – The test apparatus (HRTD) can be used for soft biological
tissues for the tension tests with confidence at strain rates ≤
90/s.
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NOMENCLATURE

I1 , I 2
W
λ12 , λ22 , λ32
µ >0

b>0
Jm > 0
α
E1 , E2 , E3

7

= principal strain invariants
= strain-energy density function
= principal stretch ratios
= infinitesimal shear modulus (Pa) for Fung,
Gent and Ogden models
= Fung’s stiffening parameter
= Gent’s stiffening parameter
= Ogden’s stiffening parameter
= Young’s moduli (Pa)
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S (t )
G (t )

= nominal tensile stress component (Pa)

τk

= characteristic relaxation times (s)

gk

= relaxation coefficients

= relaxation function
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